Wood Shafts

KURO KAGE™ Red

High Launch and Mid Spin
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KURO KAGE™ Red Series, the second to in the Club Builder (CB) only profiles to feature TiNi Wire technology, and the
first to be offered in a 50-gram profile. Its unique profile offers stability in lighter weights, and a higher launch without
excessive spin -- giving golfers the opportunity to increase distance by going lighter, while maximizing carry and roll-
out.
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Shaft Specifications

Shaft Name Flex Length | Weight | Tip OD Tip // Butt OD | Torque Kick i:

(in) (9) (in) (in) (in) (deg) Point E{:

KURO KAGE™ Red 50 A 46.0 53 0.335 3.0 0.601 6.7 Mid %

KURO KAGE™ Red 50 R 46.0 56 0.335 3.0 0.605 5.8 Mid é
KURO KAGE™ Red 50 S 46.0 58 0.335 3.0 0.614 4.9 Mid
KURO KAGE™ Red 50 X 46.0 60 0.335 3.0 0.618 4.6 Mid
KURO KAGE™ Red 60 R 46.0 65 0.335 3.0 0.614 4.8 Mid

KURO KAGE™ Red 60 S 46.0 67 0.335 3.0 0.618 4.6 Mid .

KURO KAGE™ Red 60 X 46.0 70 0.335 3.0 0.620 4.4 Mid 5

Installation | Tip Trimming Instructions

Driver 3 Wood 5 Wood 7 Wood 9 Wood
0” 0.5” 0.75” 1.0” 1.0”

L All shafts are designed to be butt trimmed to length.
2Shaft installation should only be completed by a qualified, trained club builder. To find an authorized
Mitsubishi Rayon account in your area please visit our dealer locater.
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