Wood Shafts

KURO KAGE™ Pro

Low Launch and Low Spin

Diamana™
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This 2013 model was the first of our Club Builder Only profiles. It comes in various weights and flexes, for players with
higher swing speeds. It also includes the first XX-flexed KURO KAGE™ shaft. Its stiff tip and butt sections offer
maximum stability that stronger players seek, without sacrificing feel.
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Shaft Specifications
Shaft Name Flex Length | Weight | Tip OD Tip// | Butt OD | Torque Kick i
(in) (9) (in) (in) (in) (deg) Point E{i
KURO KAGE™ Tour Edition 60 S 46.0 62 0.335 3.0 0.610 3.4 Mid/High %
KURO KAGE™ Tour Edition 60 X 46.0 65 0.335 3.0 0.614 3.4 Mid/High %
KURO KAGE™ Tour Edition 70 S 46.0 71 0.335 3.0 0.606 3.0 Mid/High
KURO KAGE™ Tour Edition 70 X 46.0 74 0.335 3.0 0.610 3.0 Mid/High
KURO KAGE™ Tour Edition 70 XX 46.0 77 0.335 3.0 0.616 3.0 Mid/High
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Installation | Tip Trimming Instructions 5
Driver 3 Wood 5 Wood 7 Wood 9 Wood
0~ 0.5” 0.75” 1.0” 1.0”

LAll shafts are designed to be butt timmed to length.
2 Shaft installation should only be completed by a qualified, trained club builder. To find an authorized
Mitsubishi Rayon account in your area please visit our dealer locater.
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